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4 AV Input Formats Tabel Connectivity Box with 30M Extender 
Model no: 4KCHANGER-TC2   
 

艾吉斯的 4KCHANGER-TC2 是一款靈活、高效能的多輸入源訊號切換器，它能將四種不同的訊號源：Type-C、

VGA+3.5mm、Mini DP 及 HDMI 轉換成 4K/60Hz HDMI 訊號輸出，將超高清音視頻無壓縮與無延遲的傳輸到顯示器

上，並可透過延長器可將訊號延長 30M。4KCHANGER-TC2 具有自動偵測訊號源功能及手動切換鈕，可輕易切換至您想

要的輸入源。它能自動顯示最後一個插入的輸入源與偵測其他輸入源當使用中的輸入源斷電或切斷連結。具 PoC 功能可

從主機用 RJ45 傳輸電力給 30M 訊號延長器，無須另外接電源。另，該主機提供 USB-A 與 USB-C 的 5V 充電功能，可供

手機充電。此款為內藏式桌面接線盒，能使產品很輕鬆地融入桌子或講台表面，它還具有時尚的掀蓋式外殼設計，可在不

使用時隱藏接口並保持孔洞的乾淨。 

 
 
 
 
 
 
 
 
 

                                                        

 

 

 

 

 

 

 

 

 

 

  特點                                                                                

 具備高穩定性及兼容性，能將 Type-C、Mini DP、VGA 及 HDMI 2.0 轉換成 HDMI 輸出 

 4K/60hz 超高清信號通過 Cat6 線可延長 30M；1080P 高清信號通過 Cat6 線可延長 50M 

 提供 USB A & USB C 手機充電功能 

 提供 PoC 遠程供電功能 

 支援最高 4K/60Hz 4:4:4 超高解析度 

 具有訊號源自動檢測功能及手動切換鈕，並隨插即用 

 支援乙太網路 pass through 功能 

 

  接線圖                                                                       
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Function 4KCHANGER-TC2 (Main Unit) 

HDMI Bandwidth 600MHz / 18.0Gbps 

HDMI Resolution 480P,720P,1080P/24,30,50,60Hz, 4Kx2K/24,30,60Hz. 

Mini DisplayPort Resolution 
800x600, 1024x768, 10280x1024,1600x900, 1600x1200, 

1920x1080, 1920x1200, 2560x1440, 3840x2160, 4096x2160 

VGA Resolution 1024x768, 1280x1024, 1600x900, 1600x1200, 1920x1080 

USB 3.1 C Resolution 1024x768, 10280x1024,1600x900, 1600x1200, 1920x1080 

 1920x1200, 2560x1440, 3840x2160, 4096x2160 

HDMI Output Resolution 480P,720P,1080P/24,30,50,60Hz, 4Kx2K/24,30,60Hz. 

Audio Format 
VGA video in only supports 1920x1080p as output resolution 

PCM 2 Channel at 48KHz 

HDCP 2.2 

Input Port Mini DisplayPort X 1 

 HDMI X 1 

 VGA X 1 

 Audio X 1 -3.5mm Stereo Jack 

 USB 3.1 C X 1 

 Ethernet X 1 - RJ45 at Cat.5e/6 ( Pass Thru) 

Output Port RJ45 X 1 

 USB 2.0 A X 1 -5V/ 1.5 Amp -BC 1.2  

 USB 3.1 C X 1- 5V/ 2.0 Amp 

 Ethernet X 1 - RJ45 at Cat.5e/6 ( Pass Thru) 

Control Port Select button X 1 - 

Power Supply 24VDC / 1.5 Amp (US / UK / AUS / EU Power Plug) 

Power Consumption 36 W - Max. 

Chassis Material Metal 

Panel Color Silver 

Operating Temperature 0℃ -40℃  / 32℉  -104℉ 

Storage Temperature -15℃ -55℃ / 5℉ -131℉ 

Humidity 5 - 85% RH (Non-Condensing) 

Dimension LXWXH 7.2 in (184 mm) X 3.1 in (80 mm) X 3.6 in (90 mm)  

Weight 1,270 g 

 規格表                                                                                  
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Input Cable Specification  

Cable Length-Input 1080p/60Hz 8bit  4K/30Hz  8 bit 4:4:4 4K/60Hz  8 bit 4:4:4 

HDMI High Speed Cable 10m 5m 2m 

Mini DisplayPort Cable 5m 3m 2m 

VGA Cable 7m X X 

USB 3.1 Type C Cable 1m 1m 1m 

 

Output Cable Specification  

Cable Length-Output 1080p/60Hz 8bit 4K/30Hz  8 bit 4:4:4 4K/60Hz  8 bit 4:4:4 

HDMI High Speed Cable 4m 3m 2m 

Cat.6/6e/7 60m 50m 35m 

 

Function 4KCHANGER-TC2 (Extender Unit) 

HDMI Bandwidth 225MHz / 6.75Gbps 

HDMI Output Resolution 
480P,720P, 1080P/24,30,50,60Hz, 4Kx2K/50,60Hz. 

VGA video in only supports 1920x1080p as output resolution 

Audio Format PCM 2 Channel at 48KHz 

HDCP 2.2 

Input Port RJ45 X 1 

Output Port HDMI X 1 

Power Supply PoC 

Chassis Material Metal 

Panel Color Black 

Operating Temperature 0℃ -40℃  / 32℉  -104℉ 

Storage Temperature -15℃ -55℃ / 5℉ -131℉ 

Humidity 5 - 85% RH (Non-Condensing) 

Dimension LXWXH 4.3 in (110 mm) X 2.17 in (55 mm) X 0.94 in (24 mm)   

Weight 125 g 
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